





Diesel Product Line

250 kWe / 250 kWe

DCP7310 Control Panel

Standard Features

— Digital Metering

— Engine Parameters

— Generator Protection Functions

— Engine Protection

— CAN Bus (J1939) ECU Communications
— Windows-Based Software

— Multilingual Capability

— Remote Communications to DSE2548 Remote Annunciator
— 8 Programmable Contact Inputs

— 10 Contact Outputs

— RS485 Communicator Interface

— cULus Listed, CE Approved

— Event Recording
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— IP 65 rating (with supplied gasket) offers increased resistance to water ingress

— NFPA 110 Level 1 Compatible

Weights / Dimensions / Sound Data

LxWxH Weight Ibs
OPU 120x 66 x 91 in 8,625
Level 1 156 x 66 x 94 in 9,750
Level 2 156 x 66 x 94 in 9,800
Level 3 196 x 66 x 94 in 10,200

Please allow 6-12 inches for height of exhaust stack.

No Load Full Load
OPU 83 dBA 86 dBA
Level 1 79 dBA 81 dBA
Level 2 75 dBA 77 dBA
Level 3 69 dBA 71 dBA
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Enclosures & Fuel Tanks
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— All enclosure models are 200 MPH wind rating certified in
accordance with IBC2021 and ASCE/SEI 7-16 standards.

— Level 2 & 3 enclosures include sound attenuation foam L
— Level 3 enclosure includes frontal sound & exhaust hood.

— Enclosure height does not include exhaust stack. H
Notes

— All specification sheet dimensions are represented in inches.

— All drawings based on standard 480 volt standby generator. Lengths may vary with
other voltages. All drawings and dimensions subject to change without notice.

— All'enclosures and fuel tanks are based on the standard unit configuration. Any
requested deviation can change dimensions.

— Sound data is measured at 23 feet (7 meters) in accordance with ISO 8528-10.

— All materials and specifications subject to change without notice.
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American Owned

-

American Made

Blue Star Power Systems, Inc.
2250 Carlson Drive

North Mankato, Minnesota 56003
Phone + 1 507 345 1776
bluestarps.com
quote.bluestarps.com

sales@bluestarps.com




